
ELECTRICAL CHARACTERISTIC

RATED POWER

COIL CONFIGURATION

COOLING

25kVA to 630kVA

RATED VOLTAGE Up to 52 kV

TYPE Single/Three Phase

INSULATION LIQUID
Mineral Oil, 
Less Flammable fluids

2-Winding (Dyn, YNd)

ONAN, KNAN

WINDING MATERIALS

IP RATING

Copper or Aluminum

DESIGN AND 
TEST STANDARD

IEC 60076
AS 60076
AS 2374
GB 1094
NF EN 50464
NF EN 50588-1
HN 52-S-20
HN 52-S-27

IP67

Note: Exnovo offers customized dimension and cable connection structure design and products.

Conventional distribution transformers are used outdoors or 
indoors on medium-voltage distribution systems. They are widely 
used for residential, commercial, industrial, transportation, water 
treatment, and renewable energy applications.

• High voltage bushings
(Plug-in, Porcelain, Synthetic)
• Low voltage bushings (Porcelain, Busbar)
• Off-load tap changer
• Lifting lugs

• Earthing terminals
• Filling device
• Drain valve
• Rating plate
• Skid base

STANDARD EQUIPMENT

• Thermometer pocket
• Oil level indicator
• Oil temperature indicator
• Pressure relief valve
• Multi-function protective device 
(DGPT2, DMCR)
• Winding temperature indicator
• CT
• Pressure vacuum gauge
• Sudden pressure relay
• Oil sampling valve

• Surge arrestors
• Arcing horns
• Junction box
• Terminal box (or instrument 
junction box)
• Cable box
• Wheels
• Bund
• Enclosure
• Customized protection 
covers if required

OPTIONAL ACCESSORIES

ADVANTAGES

• Compact dimensions and weight
• High thermal inertia to withstand load cycles with power variations
• Cost-effectiveness for overall installation cost
• High reliability
• High short-circuit resistance
• Long lifespan
• Maintenance-free in normal service conditions
• Lower noise
• Lower losses (According to client’s requirement)
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CAPACITY HIGH VOLTAGE LOSS
LOSS LEVEL

DIMENSIONS (MM)
WEIGHT (KG)

KVA KV NO-LOAD (W) LOAD (W) LENGTH WIDTH HEIGHT

50

10 
11 
15 
20 
22

90 1100 A0CK 885 625 995 355
100 145 1750 A0CK 960 655 1090 520
160 210 2350 A0CK 1030 695 1140 700
250 300 3250 A0CK 910 840 930 980
315 360 2800 A0CK 1225 790 1305 1044
400 430 4600 A0CK 1015 945 1060 1355
630 600 6500 A0CK 1430 950 1090 1710
50

30 
33 
35

160 1050 A036Ak36 925 655 1220 380
100 270 1650 A036Ak36 1015 695 1290 535
160 390 2150 A036Ak36 1105 745 1335 710
250 550 3000 A036Ak36 945 870 1010 980
315 680 3600 A036Ak36 1150 900 1515 1250
400 790 4150 A036Ak36 1055 975 1010 1280
630 1100 5500 A036Ak36 1490 975 1100 1775
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