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ELECTRICAL CHARACTERISTIC 

TRANSFORMER 

RATED POWER 100kVA to 3000kVA 

RATED VOLTAGE 33kV to 0.4kV 

VECTOR GROUP Dyn11, Dyn1 

COOLING ONAN/KNAN 

INSULATION CLASS 
 
CLASS A, CLASS E 
 

INSULATION LEVEL AS 60076.3-2017 

DESIGN AND TEST 
STANDARD 

 
IEC/AS 60076 
AS 2067 
AS/NZS 3000 
AS 2374.1.2-2003 
 

ENCLOSURE 

IP RATING IP23 

WALL & ROOF MATERIAL AL 1060 

WALL & ROOF THICKNESS 2.5mm 

PROTECTIVE COATING C5-M POWDER COATED 

BASE PLINTH MATERIAL HDG STEEL 

SELF-BUNDED VOLUME Up to 120% 

DOOR OPENING 

DOORS TO OPEN 
OUTWARDS WITH 
LATCHES TO MAINTAIN 
OPEN AND LIFT OFF 
PANELS 

LOCKING METHOD 3 POINT LOCKING 

DOOR STAYS  YES 

Exnovo’s Self Bunded Enclosure features a custom-made design 
with a removable cover to allow 360° access to the transformer. 
The base is constructed out pf PFC and incorporates a 120% oil 
containment bund with integrated fork pockets for 
convenience. 

The enclosure is suitable for indoor and outdoor use. The design 
is vented to control the temperature inside and allow heat to 
escape from the transformer. 

About the Product 

STANDARD EQUIPMENT 

• IEC Type C HV bushings 
• Low voltage bushings 
(Porcelain, Busbar) 
• Off load tap changer 
• Pressure Relief Device 
• Oil sampling valve 

• Enclosure with Skid base 
• Monitoring & Protection 
• Earth bar and terminals 
• Instrument Junction Box 
 

OPTIONAL ACCESSORIES 

• Winding temperature indicator 
• HV & LV CTs 
• Surge arresters 
• Oil Level Indicator 

• DGPT2 or DMCR 
• Self-Bund with 
Oil/Water Filter 
• MCCB or Fuse Switch 
 

ADVANTAGES 

• Customized self-bunded enclosure 
• High ingress protection (IP) rating 
• Ergonomic, vented design 
• Australian Standards 60076 compliant 
• Temperature rise tested 
• Built-in oil containment 
• Integrated fork pockets 
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